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SURVEYOR'S STATEMENT:

This Existing Conditions/Improvement Survey of
a portion of Block 27, East Telluride, was field
surveyed in December of 2015 under the direct
responsibility, supervision and checking of David
R. Bulson of Foley Associates, Inc., being a
Colorado Licensed Surveyor, in compliance with
CRS 38—-51—-106.

David R. Bulson L.S. 37662

PROPERTY DESCRIPTION:

LOT 5, TELLURIDE MOUNTAIN VILLAGE, FILING 1,
ACCORDING TO THE PLAT RECORDED MARCH 9, 1984
IN PLAT BOOK 1 AT PAGE 476,

COUNTY OF SAN MIGUEL, STATE OF COLORADO.

NOTES:

1. Easement research and property description
from Land Title Guarantee Company, order number
86005224 dated October 1, 2015 at 05:00 PM

2. According to FEMA Flood Insurance Rate Map
08113C0287 D, panel number 0287-D, dated
September 30, 1992, this parcel is within Zone X;
Areas of 500—year flood, areas of 100—year flood
with average drainage areas of less than 1 square
mile, and areas protected by levees from 100—year
flood.

4. Lineal units represented hereon are shown in
U.S. Survey Feet or a decimal portion thereof.

5. This survey is valid only if a print or electronic
copy has a seal and signature of the surveyor
noted within the statement above.

6. Benchmark: Control point "BASE L5-2", as
shown hereon, with an elevation of 9427.63
feet.

7. Contour interval is two feet.

8. The word certify as used hereon means an
expression of professional opinion regarding the
facts of this survey and does not constitute a
warranty or guarantee, expressed or implied.

9. According to Colorado law, you must commence
any legal action based upon any defect in this
survey within three years after you first discover
such defect. In no event may any action based
upon any defect in this survey be commenced more
than ten years from the date of the certification
shown hereon.
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ALL ADJACENT TREES TO THE PROPERTY LINE +3“ DIA.

BEYOND PROPERTY LINES SHALL BE PROTECTED BY

PLYWOOD SHIELD AND WRAPPED @ DRIP LINE W/ MESH

FABRIC AND POSTS., ALL +2” DIA. CONIFERS SHALL BE
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LEGEND:

EXISTING CONTOUR <2 FOOTS

S EXISTING CONTOUR <10 FOOTS

— — ——— NEW CONTOUR <2 FOOTS

— ——— — NEW CONTOUR <10 FOOTS

— ) E— | E— SE\/ER I_INE

——————— WATER LINE

ELECTRIC LINE

— — — — — — CABLE LINE

PHONE LINE

—GAs——GAS—— GAS LINE

LEGEND:

%6A EXISTING ASPEN TREE (SIZE>
i%égg EXISTING SPRUCE TREE (SIZE)

%10? EXISTING FIR TREE (SIZED

: . EXISTING ASPEN TREE (SIZED
o TO BE REMOVED

EXISTING SPRUCE TREE (SIZE)
TO BE REMOVED

S EXISTING FIR TREE (SIZED
V]J- TO BE REMOVED

QUANTITY

NEwW 3“ CAL. ASPEN 3
NEW 2 3" CAL. / MULTI 3
STEM ASPEN

NEW SPRUCE TREE 2
(1-8" (1-10’> MINIMUM HT.

NEW BRISTLECONE PINE 2
NEW MUGO PINE 2

NEW 4 GAL. POTENTILLA

NEW S GAL.
MONTGOMERY SPRUCE

@ NEW DOGWOOD SHRUB

3560 SF.

PERENNIALS AND GROUND COVER

WATER USAGE CHART:

18

11

1. SOIL PREPARATION SPECIFICATIONS: SOIL IN REVEG. AREA
WILL BE AUGMENTED WITH HYDROMULCH.

2. THIS LANDSCAPE PLAN COMPLIES WITH SECTION 9-109 OF
THE DESIGN REGULATIONS REGARDING NOXIOUS WEEDS.

3. THE PROPERTY OWNER GUARANTEES ALL PLANT MATERIALS
FOR TWO YEAR.

4. ALL TREES AND SHRUBS SHALL BE BACKFILLED WITH A
TOPSOIL/ORGANIC FERTILIZER MIXTURE AT A 2:1 RATIO.

5. PERENNIAL PLANTING BEDS SHALL BE TILLED TO A 6" DEPTH
AND AMENDED WITH TOPSOIL AND ORGANIC FERTILIZER AT A 2:1
RATIO

6. MULCH ALL PERENNIAL BEDS WITH A PINE BARK SOIL
CONDITIONER BY SOUTHWEST IMPORTERS; SHREDDED CEDAR BARK.

7. ALL PLANT MATERIAL TO MEET THE AMERICAN STANDARD FOR
NURSERY STOCK. PLANTING DETAILS FOR ROOT SYSTEMS, SOIL
PREPERATION, SEEDING, MULCHING, AND FERTLIZATION TECHNIQUES
SHALL BE IN ACCORDANCE WITH GUIDELINES SET FORTH BY THE
ASSOCIATED LANDSCAPE CONTRACTORS OR COLORADO.

8. TURF SHALL BE AERATED 2 TO 3 TIMES PER YEAR TO
INCREASE THE WATER ABSORPTION RATES. NECESSARY ORGANIC
FERTILIZATION AND AMENDMENT SHALL BE INCORPORATED AT THE
SAME TIME.

NOTE: REVEGETATION IS WILL BE NATIVE
MIX

5% WESTERN YARROW

10% TALL FESCUE

5% ARIZONA FESCUE

5% HARD FESCUE

10% CREEPING RED FESCUE
15% ALPINE BLUEGRASS
10% CANADA BLUEGRASS
15% PERENNIAL RYEGRASS
10% SLENDER WHEATGRASS
15% MOUNTAIN BROME

REVEGETATION AND EROSION CONTROL

1. SUBSOIL SURFACES SHALL BE TILLED TO A 4" DEPTH ON NON
FILL AREAS.

2. TOPSOIL SHALL BE SPREAD AT A MINIMUM DEPTH OF 4" OVER
ALL AREAS TO BE RE-VEGETATED (EXCEPT ON SLOPES GREATER
THAN 3:1) AND AMENDMENTS ROTO-TILLED AT A RATE OF 3
CUBIC YARDS PER THOUSAND SQUARE FEET.

3. BROADCASTING OF SEED SHALL BE DONE IMMEDIATELY AFTER

TOPSOIL IS APPLIED (WITHIN 10 DAYS) TO MINIMIZE EROSION AND
WEEDS.

4. NEWLY SEEDED AREAS SHALL BE PROTECTED FROM WIND AND
WATER EROSION THROUGH THE USE OF MULCHES. ACCEPTABLE
MULCHES ARE WOOD CHIPS, STRAW, HYDRO-MULCH AND
EROSION—-CONTROL NETTING.

5. BROADCAST WITH SPECIFIED SEED MIX AND FOLLOW WITH DRY
MULCHING. STRAW OR HAY SHALL BE UNIFORMLY APPLIED OVER
SEEDED AREA AT A RATE 1.5 TONS PER ACRE FOR HAY OR 2
TONS PER ACRE FOR STRAW, CRIMP IN.

7. EROSION—CONTROL NETTING WILL BE REQUIRED ON SLOPES 3:1
OR STEEPER, IF ALLOWED BY VARIANCE TO SECTION 9-103-2,
AND IN DRAINAGE SWALES.

8. SEED ALL AREAS LABELED NATIVE GRASS SEED WITH THE
FOLLOWING MIXTURE AT A RATE OF 12 LBS. PER ACRE.

9. ROAD AND DRIVEWAY SHALL BE RE-VEGETATED WITHIN THIRTY

(30) DAYS OF THE DISTURBANCE TO AVOID UNSIGHTLY SCARS
AND WEED INFESTATION ON THE LANDSCAPE. UTILITY CUTS SHALL

BE RE—VEGETATED IMMEDIATELY (WITHIN TWO WEEKS) AFTER
INSTALLATION OF UTILITIES TO PREVENT WEED INFESTATION.
LANDOWNER SHALL INSURE PROPER WEED CONTROL IN IMPACTED
AREAS.

10. EROSION CONTROL ATTENTION TO DISTURBED AREAS SHALL
BE IMPLEMENTED TO ENSURE THERE IS NO DETRIMENTAL IMPACT
OR RUNOFF TO ANY PONDS, STREAMS OR WETLANDS.

11. IN AREAS THAT ARE TO BE RE—VEGETATED (ESPECIALLY
SEEDING LOCATIONS WHICH HAVE RECEIVED HEAVY CONSTRUCTION

EQUIPMENT TRAFFIC), SOIL SHALL BE SCARIFIED BEFORE THE
APPLICATION OF SEED. SLOPE SURFACES SHALL BE ROUGHENED
BY RUNNING TRACKED EQUIPMENT UP AND DOWN THE FACE OF
THE SLOPE. (RUNNING SUCH EQUIPMENT ACROSS THE FACE OF A
SLOPE ENCOURAGES EROSION AND IS NOT RECOMMENDED).

DRAINAGE WILL MAINTAIN POSITIVE
FLOW AWAY FROM THE HOUSE AS
REQUIRED BY TOWN’S ADOPTIVE
BUILDING CODES

THE PROJECT SHALL COMPLY WITH
TTHE TOWNS FIRE MITIGATION
STANDARDS

THE PROJECT SHALL COMPLY WITH
THE ADOPTED TOWN OF MOUNTAIN
VILLAGE PRESCRIPTIVE ENERGY CODE
AND GREEN BUILDING STANDARDS.

NATIVE REVEGETATION SEED MIX, SEE LIST FOR COMPOSITION APPROX.

. x 1 COLUMBINE, SHOOTING STAR, INDIAN PAINTBRUSH,
~ YARROW, BLUEBELL APPROX. 692 SF.
n '/’/// il 2 RUSSIAN SAGE, YELLOW ROSE, DAYLILY, DELPHINIUM,

K BLEEDING HEART, CINQUEFOIL APPROX. 290 SF.

9440

TYPE TOTAL # | AVERAGE MONTHLY USAGE | TOTAL MONTHLY USAGE
ASPEN 6 10 GAL. EACH 60 GAL/MO.
SPRUCE/BRISTLECONE/MUGD | 6 10 GAL. EACH 60 GAL/MO.

S GAL., POTENTILLA 11 2 GAL. EACH 22 GAL/MO.

S GAL. SHRUB 5 2 GAL. EACH 10 GAL/MO.

DOGWOOD SHRUB 11 2 GAL. EACH 22 GAL/MO.

TOTAL MONTHLY USAGE 174 GAL/MO.

*NOTE: INSTALL RAIN SHUT-OFF DEVICE AS REQ'D BY SECTION 9-210

IRRIGATION LEGEND: LIGHTING LEGEND:

T HOSE BIB @ EXTERIOR PENDANT — 25 WATT BULB MAX.
— SUPPLY LINE - EXTERIOR WALL SCONCE - 25 WATT BULB MAX.
_-—-— 1 DRIP SYSTEM LINE

9440

N\ 9430
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Door Schedule

Mark Width Height
2-AAAA 3'-0" 8'-0"
2-AAAAA 13 -6" 10'- 0"
2-BBBBB |3'- 6" 8 -0"
2-CCC 2'-8" 8'-0"
2-CCCC 2'-6" 8'-0"
2-CCccc (2'-0" 8 -0"
2-DDDDD  |3'-0" 7'-0"
2-EEE 4" - 6" 8 -0"
2-GG 3'-0" 8'-0"
2-HHH 2'-8" 8'-0"
2-JJJJ 3'-0" 8'-6"
2-KKK 3'-0" 8'-0"
2-LLLL 3-0" 8-0"
2-MMM 2'-8" 8 -0"
2-NNNN 3'-0" 8'-0"
2-000 5-0" 7'-0"
2-PPP 2'-0" 8'-0"
2-Q0QQ 2'-0" 8'-0"
2-Q00QQ 2'-0" 8 -0"
2-RRR 2'-0" 8'-0"
2-RRRR 2'-6" 8 -0"
2-SSS 3'-0" 8 -0"
2-SSSS 2'-6" 8'-0"
2-TTT 6'-0" 8 -0"
2-TTTT 2'-6" 8 -0"
2-UuU 9'-0" 8 -0"
2-UUU 2'-6" 8'-0"
2-UUUU 4'-6" 8'-0"
2-VVWV 2'-0" 8'-0"
2-VVVV 3-0" 8 -6"
2-WWW 3'-0" 8 -0"
2-WWWwWw |3'-0" 8'-6"
2-XXXX 3'-0" 8'-6"
2-YYYY 3'-0" 8'-6"
2-77 9'-03/8" [8-0"
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m RAKE DETAIL SCALE: 1 1/2" = 1" m RAKE DETAIL SCALE: 1 1/2" = 10"

ue

VARIES

N

2X FASCIA
RABBET

. 9’\%
-

-

2" T&G SOFFIT

(3

LN

EAVE DETAIL

SCALE:11/2"=1-0"

A600

10”

FLASHING W/ DRIP
MATCH ROOFING

SHED ROOF

2X FASCIA

RABBET
2X OUTRIGGER

27 T&G SOFFIT

TYP. ROOF ASSEMBLY (UNVENTED):
o ROOFING, SEE PLANS
o GRACE HIGH TEMP.

ICE AND WATER SHIELD

RAFTERS (SEE STRUCT.).
R 49 SPRAY INSULATION
6 MIL. VAPOR BARRIER

2" DRYWALL

PLYWOOD SHEATHING (SEE STRUCT.)

m RAKE DETAIL

SCALE: 11/2"=1-0"

AB00 /' maINRoOF

o e | | mme| | e
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JACK WESSON

ARCHITECTS INC.

333 WEST COLORADO AVENUE
TELLURIDE, COLORADO 81435

TEL: 970.728.9755
FAX: 970.728.9724

jack@wessonarch.com
www.jackwessonarchitects.com

PROJECT NAME:

LOT 5: AKHRAS

MOUNTAIN VILLAGE, COLORADO 81435

5-18-16

DRB APPLICATION

MARK' | REV. DATE

DESCRIPTION

SHEET DESCRIPTION:

ROOF DETAILS

PROJECT NAME:
PROJECT MANAGER:
DRAWN BY:
REVIEWED BY:

© 2006 JWA

SHEET NUMBER:

A-600




EXTERIOR SHEATHING— SEE STRUCT.

4" STONE VENEER W/ WEEPS
1" AR SPACE

#15 FELT LAPPED
FLASHING W/ DRIP

TYVEK BUILDING PAPER OR
EQUALRUNS OVER NAILING FIN
AND FLASHING TAPE AT
HEADER- CAREFULLY FOLLOW
INSTALLATION INSTRUCTIONS

WOOD HEADER W/ DRIP ON
L3X3 STEEL ANGLE BOLTED TO
WINDOW HEADER- SEE STRUCT.

FLASHING TAPE-
SEE DIAGRAM 1/A8.0

2X FRAME— MIN §” SPACE AROUND
WINDOW FRAME —SHIM WINDOW
FOR LEVEL, PLUMB, AND SQUARE

WINDOW NAILING FIN—
ENSURE 90° TO FRAME

EXTERIOR GRADE SEALANT-
MATCH WINDOW FRAME COLOR

BACKER ROD— MIN 3" FROM
FACE OF FRAME

SHIMS

WINDOW ASSEMBLY-
SEE WINDOW SCHEDULE A8.0

EXTERIOR SHEATHING— SEE STRUCT.

4" STONE VENEER W/ WEEPS

1" AR SPACE
#15 FELT LAPPED

TYVEK BUILDING PAPER OR
EQUAL- CAREFULLY FOLLOW
INSTALLATION INSTRUCTIONS

FLASHING TAPE-
SEE DIAGRAM 1/A8.0

2X STUDS- MIN 3" SPACE AROUND
WINDOW FRAME —SHIM WINDOW
FOR LEVEL, PLUMB, AND SQUARE

WINDOW NAILING FIN—
ENSURE 90" TO FRAME

EXTERIOR GRADE SEALANT-
MATCH WINDOW FRAME COLOR

BACKER ROD— MIN 3" FROM
FACE OF FRAME

SHIMS

WINDOW ASSEMBLY-
SEE WINDOW SCHEDULE A8.0

WINDOW ASSEMBLY-
SEE WINDOW SCHEDULE A8.0

SHIMS

SILL FLASH TAPE #2-
SEE DIAGRAM 1/A8.0

SILL FLASH TAPE #1-
SEE DIAGRAM 1/A8.0

BACKER ROD— MIN 3" FROM
FACE OF FRAME

EXTERIOR GRADE SEALANT-
MATCH WINDOW FRAME COLOR

WINDOW NAILING FIN—
ENSURE 90° TO FRAME

STONE HEADER ON
L3X3 STEEL ANGLE BOLTED TO
WINDOW HEADER- SEE STRUCT.

2X FRAME— MIN §” SPACE AROUND
WINDOW FRAME —SHIM WINDOW
FOR LEVEL, PLUMB, AND SQUARE

EXTERIOR SHEATHING— SEE STRUCT.
4" STONE VENEER W/ WEEPS

1" AR SPACE
#15 FELT LAPPED

TYVEK BUILDING PAPER OR
EQUAL- CAREFULLY FOLLOW
INSTALLATION INSTRUCTIONS

m WINDOW HEAD

SCALE: 3"=1-0"

A601 /' woop SIDING

\

NN

m WINDOW JAMB

SCALE: 3"=1-0"

A601 /' woop SIDING

777\ WINDOWSILL

SCALE: 3"=1-0"

A601 /' woop SIDING

R30 SPRAY INSULATION
GYP. BD.

WINDOW HEADER- SEE STRUCT.

BLOCKING FOR WINDOW
TRIM @ 16" 0.C.— SPRAY
FOAM INSULATION IN CAVITIES

JAMB EXTENSION

INTERIOR CASING DETAILS
BY OTHERS

R30 SPRAY INSULATION
GYP. BD.

WINDOW HEADER- SEE STRUCT.

BLOCKING FOR WINDOW
TRIM

TYVEK WRAPS INTO OPENING
AT JAMB— SEE INSTALLATION
INSTRUCTIONS

JAMB EXTENSION

INTERIOR CASING DETAIL
BY OTHERS

JAMB EXTENSION
WINDOW SILL

TYVEK WRAPS INTO OPENING
AT SILL— SEE INSTALLATION
INSTRUCTIONS

EXTERIOR SHEATHING- SEE STRUCT.
FAUX LOG WOOD SIDING

TYVEK BUILDING PAPER OR
EQUALRUNS OVER NAILING FIN
AND FLASHING TAPE AT
HEADER— CAREFULLY FOLLOW
INSTALLATION INSTRUCTIONS

WINDOW HEADER- SEE STRUCT.

METAL FLASHING
WOOD TRIM W/ DRIP

2X FRAME- MIN 3" SPACE AROUND
WINDOW FRAME —SHIM WINDOW
FOR LEVEL, PLUMB, AND SQUARE

FLASHING TAPE-
SEE DIAGRAM 1/A8.0

WINDOW NAILING FIN-
ENSURE 90° TO FRAME

EXTERIOR GRADE SEALANT-
MATCH WINDOW FRAME COLOR

BACKER ROD- MIN 1" FROM
FACE OF FRAME

SHIMS

WINDOW ASSEMBLY-
SEE WINDOW SCHEDULE A8.0

EXTERIOR SHEATHING— SEE STRUCT.
FAUX LOG WOOD SIDING

TYVEK BUILDING PAPER OR
EQUAL— CAREFULLY FOLLOW
INSTALLATION INSTRUCTIONS

2X STUDS— MIN 4" SPACE AROUND
WINDOW FRAME —SHIM WINDOW
FOR LEVEL, PLUMB, AND SQUARE

WOOD TRIM

FLASHING TAPE-
SEE DIAGRAM 1/A8.0

WINDOW NAILING FIN-
ENSURE 90" TO FRAME

EXTERIOR GRADE SEALANT-
MATCH WINDOW FRAME COLOR

BACKER ROD- MIN 3" FROM
FACE OF FRAME

SHIMS

WINDOW ASSEMBLY-
SEE WINDOW SCHEDULE A3.0

WINDOW ASSEMBLY-
SEE WINDOW SCHEDULE A8.0

SHIMS

SILL FLASH TAPE #2-
SEE DIAGRAM 1/A8.0

SILL FLASH TAPE #1-
SEE DIAGRAM 1/A8.0

BACKER ROD- MIN 3" FROM
FACE OF FRAME

EXTERIOR GRADE SEALANT-
MATCH WINDOW FRAME COLOR

WINDOW NAILING FIN-
ENSURE 90° TO FRAME

WOOD WINDOW SILL AND TRIM

INTERIOR CASING DETAIL BY OTHERS 2X FRAME— MIN 3" SPACE AROUND

BLOCKING FOR WINDOW
TRIM

R30 SPRAY INSULATION
GYP. BD.

WINDOW FRAME —SHIM WINDOW
FOR LEVEL, PLUMB, AND SQUARE

EXTERIOR SHEATHING— SEE STRUCT.
FAUX LOG WOOD SIDING
TYVEK BUILDING PAPER OR

EQUAL- CAREFULLY FOLLOW
INSTALLATION INSTRUCTIONS

—— R30 SPRAY INSULATION
—— GYP. BD.

——— BLOCKING FOR WINDOW
TRIM @ 16" 0.C.— SPRAY
FOAM INSULATION IN CAVITIES

—— JAMB EXTENSION
—— WOOD TRIM— SEE SPEC

—— R30 SPRAY INSULATION
—— GYP. BD.

——— BLOCKING FOR WINDOW
TRIM

—— TYVEK WRAPS INTO OPENING
AT JAMB— SEE INSTALLATION
INSTRUCTIONS

— JAMB EXTENSION
—— WOOD TRIM— SEE SPEC

~ )
| |
S |
T I ,/I
X | |
| |
| |
| |
L _ ]
NN
AN LT
P
U=)
76\ WINDOWHEAD -1
A601 /' woop sibinG
//
| > /
A
%
=)

m WINDOW JAMB

SCALE: 3"=1-0"

A601 /' woop sioive

,, —

74 WINDOWSILL

—— JAMB EXTENSION
WINDOW SILL

—— TYVEK WRAPS INTO OPENING
AT SILL— SEE INSTALLATION
INSTRUCTIONS

—— WOOD TRIM— SEE SPEC

——— BLOCKING FOR WINDOW
TRIM

[ ———— R30 SPRAY INSULATION

—— GYP. BD.

SCALE: 3"=1-0"

A601 /' woop sioine

EXTERIOR SHEATHING—- SEE STRUCT.
WOOD SIDING

TYVEK BUILDING PAPER OR
EQUAL RUNS OVER NAILING FIN
AND FLASHING TAPE AT
HEADER— CAREFULLY FOLLOW
INSTALLATION INSTRUCTIONS

WINDOW HEADER- SEE STRUCT.

2X FRAME— MIN §” SPACE AROUND
WINDOW FRAME —SHIM WINDOW
FOR LEVEL, PLUMB, AND SQUARE

FLASHING TAPE-
SEE DIAGRAM 1/A8.0

WINDOW NAILING FIN-
ENSURE 90° TO FRAME

EXTERIOR GRADE SEALANT-
MATCH WINDOW FRAME COLOR

BACKER ROD— MIN 4" FROM
FACE OF FRAME

SHIMS

WINDOW ASSEMBLY-
SEE WINDOW SCHEDULE A8.0

EXTERIOR SHEATHING—- SEE STRUCT.
WOOD SIDING

TYVEK BUILDING PAPER OR
EQUAL- CAREFULLY FOLLOW
INSTALLATION INSTRUCTIONS

2X STUDS— MIN 4" SPACE AROUND
WINDOW FRAME —SHIM WINDOW
FOR LEVEL, PLUMB, AND SQUARE

FLASHING TAPE-
SEE DIAGRAM 1/A8.0

WINDOW NAILING FIN-
ENSURE 90" TO FRAME

EXTERIOR GRADE SEALANT-
MATCH WINDOW FRAME COLOR

BACKER ROD- MIN 3" FROM
FACE OF FRAME

SHIMS

WINDOW ASSEMBLY-
SEE WINDOW SCHEDULE A8.0

WINDOW ASSEMBLY-
SEE WINDOW SCHEDULE A8.0

SHIMS

SILL FLASH TAPE #2-
SEE DIAGRAM 1/A8.0

SILL FLASH TAPE #1-
SEE DIAGRAM 1/A8.0

BACKER ROD- MIN 3" FROM
FACE OF FRAME

EXTERIOR GRADE SEALANT-
MATCH WINDOW FRAME COLOR

WINDOW NAILING FIN-
ENSURE 90° TO FRAME

2X FRAME— MIN §” SPACE AROUND
WINDOW FRAME —SHIM WINDOW
FOR LEVEL, PLUMB, AND SQUARE

EXTERIOR SHEATHING— SEE STRUCT.

WOOD SIDING

TYVEK BUILDING PAPER OR
EQUAL- CAREFULLY FOLLOW
INSTALLATION INSTRUCTIONS

—— R30 SPRAY INSULATION
—— GYP. BD.

——— BLOCKING FOR WINDOW
TRIM @ 16" 0.C.— SPRAY
FOAM INSULATION IN CAVITIES

—— JAMB EXTENSION
—— WOOD TRIM— SEE SPEC

—— R30 SPRAY INSULATION
—— GYP. BD.

——— BLOCKING FOR WINDOW
TRIM

TYVEK WRAPS INTO OPENING
AT JAMB— SEE INSTALLATION
INSTRUCTIONS

— JAMB EXTENSION
—— WOOD TRIM— SEE SPEC

—— JAMB EXTENSION
WINDOW SILL

]
q | |
| /
| |
i | |
| |
| |
| |
L |
J :
/)
m WINDOW HEAD SCALE:3'= 17
A601 /' woop siDinG
V4
m WINDOW JAMB SOALE:3'= 10
A601 /' woop siDiNG
\_@_
sAl

717 WNDOWSILL

SCALE: 3"

—— TYVEK WRAPS INTO OPENING
AT SILL- SEE INSTALLATION
INSTRUCTIONS

—— WOOD TRIM— SEE SPEC

——— BLOCKING FOR WINDOW
TRIM

[ ———— R30 SPRAY INSULATION

—— GYP. BD.

=1

A601 /' woop sioive
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JACK WESSON

ARCHITECTS INC.

333 WEST COLORADO AVENUE
TELLURIDE, COLORADO 81435

TEL: 970.728.9755
FAX: 970.728.9724

jack@wessonarch.com
www.jackwessonarchitects.com
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WINDOW
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© 2006 JWA
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A-601




EXTERIOR SHEATHING— SEE STRUCT.
FAUX LOG WOOD SIDING

TYVEK BUILDING PAPER OR
EQUAL- CAREFULLY FOLLOW
INSTALLATION INSTRUCTIONS

METAL FLASHING

DOOR HEADER- SEE STRUCT.
WOOD TRIM W/ DRIP

2X FRAME- MIN 3" SPACE AROUND
DOOR FRAME —SHIM DOOR
FOR LEVEL, PLUMB, AND SQUARE

FLASHING TAPE-
SEE DIAGRAM 2/A8.0

DOOR NAILING FIN-
ENSURE 90" TO FRAME

EXTERIOR GRADE SEALANT-
MATCH DOOR FRAME COLOR

BACKER ROD- MIN " FROM
FACE OF FRAME

SHIMS

DOOR ASSEMBLY-
SEE DOOR SCHEDULE A8.0

EXTERIOR SHEATHING- SEE STRUCT.
FAUX LOG WOOD SIDING

TYVEK BUILDING PAPER OR
EQUAL- CAREFULLY FOLLOW
INSTALLATION INSTRUCTIONS

2X STUDS— MIN 3" SPACE AROUND
DOOR FRAME —SHIM DOOR
FOR LEVEL, PLUMB, AND SQUARE

WOOD TRIM

FLASHING TAPE-
SEE DIAGRAM 2/A8.0

DOOR NAILING FIN-
ENSURE 90° TO FRAME

EXTERIOR GRADE SEALANT-
MATCH DOOR FRAME COLOR

BACKER ROD- MIN 3" FROM
FACE OF FRAME

SHIMS

DOOR ASSEMBLY-
SEE DOOR SCHEDULE A8.0

DOOR ASSEMBLY-
SEE DOOR SCHEDULE A8.0

DOOR SILL AND TRIM

SILL FLASH TAPE #2-
SEE DIAGRAM 2/A8.0

SILL FLASH TAPE #1-
SEE DIAGRAM 2/A8.0

BACKER ROD- MIN 3" FROM
FACE OF FRAME

EXTERIOR GRADE SEALANT-
MATCH DOOR FRAME COLOR

DOOR NAILING FIN-
ENSURE 90" TO FRAME

2X FRAME- SHIM DOOR
FOR LEVEL, PLUMB, AND SQUARE

WOOD SIDING
EXTERIOR SHEATHING- SEE STRUCT.

TYVEK BUILDING PAPER OR
EQUAL- CAREFULLY FOLLOW
INSTALLATION INSTRUCTIONS
WRAP INTO OPENING AT SILL

—— R30 SPRAY INSULATION

—— GYP. BD.

™
—— r—
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W ] | |
B | |
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\

m DOOR HEAD SCALE:3'=14"
A6.3 / woo sioinG
\
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L | /(
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=
1
=
778\ DOOR JAWB SOALE: 3= 14

A6.3

WOOD SIDING

7“7\ DOORSILL

SCALE: 3"=1-0"

A6.3

WOOD SIDING

BLOCKING FOR DOOR
TRIM @ 16" 0.C.— SPRAY
FOAM INSULATION IN CAVITIES

TYVEK RUNS OVER NAILING FIN

AND FLASHING TAPE AT
HEADER— SEE INSTALLATION
INSTRUCTIONS

JAMB EXTENSION
WOOD TRIM— SEE SPEC

R30 SPRAY INSULATION
GYP. BD.

BLOCKING FOR DOOR
TRIM

TYVEK WRAPS INTO OPENING
AT JAMB— SEE INSTALLATION
INSTRUCTIONS

WOOD TRIM— SEE SPEC

JAMB EXTENSION

FINISHED FLOOR

GYPCRETE WITH IN—FLOOR HEAT
3" T&G PLAYWOOD, GLUED AND

SCREWED—- SEE STRUCT
FLOOR JOIST- SEE STRUCT

SPRAY INSULATION IN FLOOR
CAVITY AT EXTERIOR WALL

EXTERIOR SHEATHING—- SEE STRUCT.

4" BRICK VENEER W/ WEEPS
1" AR SPACE

FLASHING

#15 FELT LAPPED

TYVEK BUILDING PAPER OR
EQUAL- CAREFULLY FOLLOW
INSTALLATION INSTRUCTIONS

DOOR HEADER- SEE STRUCT.

STONE HEADER W/ DRIP ON
L3X3 STEEL ANGLE BOLTED TO
DOOR HEADER- SEE STRUCT.

2X FRAME- MIN §” SPACE AROUND
DOOR FRAME —SHIM DOOR
FOR LEVEL, PLUMB, AND SQUARE

FLASHING TAPE-
SEE DIAGRAM 2/A8.0

DOOR NAILING FIN-
ENSURE 90" TO FRAME

EXTERIOR GRADE SEALANT-
MATCH DOOR FRAME COLOR

BACKER ROD- MIN 3" FROM
FACE OF FRAME

SHIMS

DOOR ASSEMBLY-
SEE DOOR SCHEDULE A8.0

EXTERIOR SHEATHING—- SEE STRUCT.

4" BRICK VENEER W/ WEEPS

1" AR SPACE
#15 FELT LAPPED

TYVEK BUILDING PAPER OR
EQUAL- CAREFULLY FOLLOW
INSTALLATION INSTRUCTIONS

2X STUDS— MIN 4" SPACE AROUND
DOOR FRAME —SHIM DOOR
FOR LEVEL, PLUMB, AND SQUARE

FLASHING TAPE-
SEE DIAGRAM 2/A8.0

DOOR NAILING FIN-
ENSURE 90° TO FRAME

EXTERIOR GRADE SEALANT-
MATCH DOOR FRAME COLOR

BACKER ROD— MIN 3" FROM
FACE OF FRAME

SHIMS

DOOR ASSEMBLY-
SEE DOOR SCHEDULE A8.0

DOOR ASSEMBLY-
SEE DOOR SCHEDULE A8.0

DOOR SILL AND TRIM

SILL FLASH TAPE #2-
SEE DIAGRAM 2/A8.0

SILL FLASH TAPE #1-
SEE DIAGRAM 2/A8.0

BACKER ROD- MIN 3" FROM
FACE OF FRAME

EXTERIOR GRADE SEALANT-
MATCH DOOR FRAME COLOR

DOOR NAILING FIN-
ENSURE 90" TO FRAME

2X FRAME- SHIM DOOR
FOR LEVEL, PLUMB, AND SQUARE

STONE SILL

!
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EXTERIOR SHEATHING- SEE STRUCT.

TYVEK BUILDING PAPER OR
EQUAL- CAREFULLY FOLLOW
INSTALLATION INSTRUCTIONS
WRAP INTO OPENING AT SILL

4" BRICK VENEER W/ WEEPS

1" AR SPACE
#15 FELT LAPPED

7

\
\

717\ DOORSILL

SCALE: 3"=1-0"

A6.3 / BRICK VENEER

R30 SPRAY INSULATION
GYP. BD.

BLOCKING FOR DOOR
TRIM @ 16" 0.C.— SPRAY
FOAM INSULATION IN CAVITIES

TYVEK RUNS OVER NAILING FIN

AND FLASHING TAPE AT
HEADER- SEE INSTALLATION
INSTRUCTIONS

JAMB EXTENSION
WOOD TRIM— SEE SPEC

R30 SPRAY INSULATION
GYP. BD.

BLOCKING FOR DOOR
TRIM

TYVEK WRAPS INTO OPENING
AT JAMB— SEE INSTALLATION
INSTRUCTIONS

WOOD TRIM— SEE SPEC

JAMB EXTENSION

FINISHED FLOOR

GYPCRETE WITH IN—FLOOR HEAT
3" T&G PLAYWOOD, GLUED AND

SCREWED—- SEE STRUCT
FLOOR JOIST- SEE STRUCT

SPRAY INSULATION IN FLOOR
CAVITY AT EXTERIOR WALL

VAARA—ZADE ZOLLMAE XABL

JACK WESSON

ARCHITECTS INC.

333 WEST COLORADO AVENUE
TELLURIDE, COLORADO 81435

TEL: 970.728.9755
FAX: 970.728.9724

jack@wessonarch.com
www.jackwessonarchitects.com

PROJECT NAME:

LOT 5: AKHRAS

MOUNTAIN VILLAGE, COLORADO 81435

5-18-16

DRB APPLICATION

MARK' | REV. DATE

DESCRIPTION

SHEET DESCRIPTION:

DOOR
DETAILS

PROJECT NAME:
PROJECT MANAGER:
DRAWN BY:
REVIEWED BY:

© 2006 JWA

SHEET NUMBER:

A-602
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LOT 5 ADDRESS MONUMENT, LASER CUT PLATE STEEL
PANELS SANDWICHING AN ILLUMINATED PLEXIGLASS SHEET,

6" LETTERS, 4-6" ABOVER GRADE

Ll
i
O

4 31

I In{t."i.l‘jl-f i.- ¥

)

e L g
y=t==17"

e .




5/27/2016 Airis Indoor/Outdoor Wall Sconce by Hubbardton Forge at Lumens.com

D | U M E NS o1 sam

Sat 7am-5pm PT

LIGHTING FANS FURNITURE ACCESSORIES + GIFTS ROOMS BRANDS IDEAS + ADVICE SALE + CLEARANCE
o o . NEW FEATURE: Save any ~
AII‘IS |ndoor/0utd00r Wa|| Sconce product to your Favorites and N

By Hubbardton Forge

$437.80 - $1,331.00

Usually ships within 2 to 3 weeks.
5outof5 @

2 0f2 (100%) people recommend this product

Shade Color:

Finish: | |
SCONCE A = MEDIUM SIZE
SCONCE B = LARGE SIZE
Size:
Details

The Hubbardton Forge Airis Indoor/Outdoor Wall Sconce enhances the beauty of your external area
with its contemporary outline while illuminating radiance all around. Use inside for a bold statement. [
The Airis Outdoor Wall Sconce features a hand-forged wrought iron body and textured shade. L ﬂ

Hubbardton Forge, headquartered in Hubbardton, Vermont, hand-forges simple and elegant metal
lighting fixtures and accessories, combining ancient hand-forging techniques with environmentally-
sound finishing practices.

SEE SCALE DRAWING

WHAT ARE YOU WORKING ON? o B o B

Sign up for our email list and get a free Emall:
lighting planner to help guide your next
project or style update.
SIGN ME UP

http://www.lumens.com/airis-indoor/outdoor-wall-sconce-by-hubbardton-forge-uu234794.html#cgid=%0A%09%0A%09%098076%0A%09%0A&utm_term=+hub... 1/5


Mark
Text Box
SCONCE A = MEDIUM SIZE
SCONCE B = LARGE SIZE


5/27/2016 Airis Indoor/Outdoor Wall Sconce by Hubbardton Forge at Lumens.com

Options:

e Shade Color: Mesh Tube, Seedy Clear, Textured Plate
¢ Finish: Black, Natural Iron
e Size: Small, Medium, Large

Lighting:
¢ Small Option: One 35 Watt (290 Lumens) 120 Volt GU10 Base Halogen Lamp(s) (Not Included)

e Medium Option: One 35 Watt (290 Lumens) 120 Volt GU10 Base Halogen Lamp(s) (Not Included)
e Large Option: One 50 Watt (550 Lumens) 120 Volt GU10 Twist & Lock Base Halogen Lamp(s) (Not Included)

Compare Brightness:

)

AN
il

VIEW CHART

Dimensions:

« Small Fixture: Height 18.3", Width 4.5", Depth 4"
 Small Shade: Height 13.5", Diameter 2"

« Small Plate: Height 4.5", Width 4.5"

¢ Medium Fixture: Height 24.3", Width 5", Depth 5.2"
¢« Medium Shade: Height 18", Diameter 2.8"

o Medium Plate: Height 4.5", Width 4.5"

e Large Fixture: Height 33", Width 6.8", Depth 4.6"

o Large Shade: Height 25", Diameter 3.75"

o Large Plate: Height 33", Width 612"

Ratings: Based on 2 reviews, this product is rated 5.0 out of 5.

Need help with some of our terminology? Check out Lumens' Lighting & Design Glossary.

Diagram

I B
I DAL
A Ll
JETT TR
-’_.iii'
[/ —]

[ ]

http://www.lumens.com/airis-indoor/outdoor-wall-sconce-by-hubbardton-forge-uu234794.html#cgid=%0A%09%0A%09%098076%0A%09%0A&utm_term=+hub... 2/5



5/27/2016

Reviews

Check out what other customers think...

b. {Aulhemic

Airis Indoor/Outdoor Wall Sconce by Hubbardton Forge at Lumens.com

Summary of Customer Ratings & Reviews

Overall 5outof5 @
2 of 2 people recommend this product PROS CONS
Appearance Elegant (2) Expensive (2)
Construction Stylish (2)
Features Easy to Install (1)
Material
Good lllumination (1)
Value

Product Reviews

LightMatters

Sacramento, CA

My style is modern.
| use this outdoors.

I've owned this product for 6 months or
less.

Overall

Appearance
Construction
Features
Material

Value

CatLady

Overall

http://www.lumens.com/airis-indoor/outdoor-wall-sconce-by-hubbardton-forge-uu234794.htmI#cgid=%0A%09%0A%09%098076%0A%09%0A&utm_term=+hub...

Good Quality (1)

Choose a sort order

Quality Workmanship Stands Out November 13, 2012

Pros: Good Quality, Easy to Install, Elegant, Stylish
Cons: Expensive

| wanted an outdoor light that was simple yet commands attention. This fixture turned out to be perfect. | got the version with the mesh tube, which
definitely gets your attention when the light is turned on. The wire mesh captures the light and glows like a "light tube". There is something that you
should be aware of. This fixture (especially with the wire mesh tube) casts most of its light straight down. For me this was a good thing, since | did
not want any light to be directly in anybody's eyes from any viewing position. | ended up getting a second one for the side of the house as well!

Was this review helpful to you?

(Report Inappropriate Review) Share with a friend:

Beautiful Addition to the Front of the House March 16, 2012

Pros: Elegant, Stylish, Good lllumination
Cons: Expensive
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&LIGHTING

Options:

C: STEP LIGHT AT
FRONT DECK

Model:
LEDSTEPOO05 - Horizontal Recessed LED Step Light

Finish:

WH - White
BK - Black
BR - Bronze
SG - Grey

By DALS Lighting.

Item Code:
Description:

Price:

Horizontal Recessed LED Step Light

DAL-HORIZONTAL-RECESSED-LED-STEP-LIGHT

By DALS Lighting.

The Horizontal Recessed LED Step Light is minimal
yet efficient lighting fixture, suitable for both indoor
and outdoor applications. Perfect for stairwells,
hallways and corridors. Offered with a choice of
black, white, bronze, or grey metal finish.

Features:

Integrated non-dimmable LED driver
Indoor and outdoor use

Fits in standard junction box
50,000+ hours of service life
Warm white light output
Optimized light spread

Low power consumption
Excellent color rendering
Superior color consistency
Die-cast aluminum housing
cETL, ETL and wet location listed

Shown in white.
Dimensions
o 2.875"W X 4.75"L X 0.25" extension

Material(s)

Aluminum

Lamp Type

LED

Bulbs

1 X 3.5W 120V LED module, 3000K, 245 lumens
(included)

Listing

CETL, ETL, UL, WET-LOCATION

Manufacturer Specifications

Click to download specifications.

Instructions

Click to download instructions.

Item Number
DAL-HORIZONTAL-RECESSED-LED-STEP-LIGHT
Model(s)

LEDSTEPO005-BK LEDSTEP005-BR LEDSTEP005-
SG LEDSTEP005-WH

$99.00
+ Free Shipping

The Horizontal Recessed LED Step Light is minimal yet efficient lighting fixture, suitable for both indoor and outdoor applications. Perfect for
stairwells, hallways and corridors. Offered with a choice of black, white, bronze, or grey metal finish.

http://www.ylighting.com/dals-lighting-horizontal-recessed-led-step-light/print-sheet
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Features:

Integrated non-dimmable LED driver
Indoor and outdoor use

Fits in standard junction box
50,000+ hours of service life
Warm white light output
Optimized light spread

Low power consumption
Excellent color rendering
Superior color consistency
Die-cast aluminum housing
cETL, ETL and wet location listed

Shown in white.

If you have questions, call (866) 428 9289

http://www.ylighting.com/dals-lighting-horizontal-recessed-led-step-light/print-sheet
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OLIGHTING

D: STEPLIGHT AT STAIRS
AND DRIVEWAY

Options:
Model:
B22261 - LED Directional Wall Light

Color:

BLK - BEGA Graphite
BRZ - BEGA Bronze

Designed and manufactured by BEGA.

BEGA's 2261LED is a compact and versatile wall light with an integrated LED source that provides direct illumination. The one piece housing

LED Directional Wall Light - 2261

Item Code:
Description:

Price:

BGA-LED-WALL-2261

Designed and manufactured by BEGA.

BEGA's 2261LED is a compact and versatile wall
light with an integrated LED source that provides
direct illumination. The one piece housing is made
from marine grade (copper free) die-cast aluminum
and includes a matte finish glass diffuser. Their
versatility shows best when used at different
mounting heights. Mounted low they can be used for
marking pathways and steps; used low and in
multiples they can illuminate walkways and
passageways. With higher mounting heights they
can be used as wall luminaires next to front doors or
for wall-washing small wall areas.

Offered in choice of Bega Graphite or Bronze
electrostatically applied polyester powder coat finish.
Includes 120 to 277V universal voltage electronic
driver. 0-10V dimming. Fixtures are fully gasketed
for weather tight operation. For use in down (direct)
position only.

LED modules are replaceable and BEGA can supply
a suitable LED replacement for up to 20 years after
the purchase of their LED luminaires.

Dimensions
o 6.8"L X 3.75"H X 2.4"Extension

Material(s)

aluminum, glass

Lamp Type

LED

Bulbs

6.6W 120-277V LED; 3000K; 85CRI; 291 lumens
Listing

CSA, CSA US, IP64, WET LOCATION, ADA
Manufacturer Specifications

Click to download specifications.
Instructions

Click to download instructions.

Item Number

BGA-LED-WALL-2261

Model(s)

B22261

$335.00
+ Free Shipping

is made from marine grade (copper free) die-cast aluminum and includes a matte finish glass diffuser. Their versatility shows best when
used at different mounting heights. Mounted low they can be used for marking pathways and steps; used low and in multiples they can
illuminate walkways and passageways. With higher mounting heights they can be used as wall luminaires next to front doors or for wall-

http://www.ylighting.com/bega-led-directional-wall-light-2261/print-sheet

1/2


Mark
Text Box
D: STEPLIGHT AT STAIRS AND DRIVEWAY


5/27/2016 www.ylighting.com/bega-led-directional-wall-light-2261/print-sheet

washing small wall areas.

Offered in choice of Bega Graphite or Bronze electrostatically applied polyester powder coat finish. Includes 120 to 277V universal voltage
electronic driver. 0-10V dimming. Fixtures are fully gasketed for weather tight operation. For use in down (direct) position only.

LED modules are replaceable and BEGA can supply a suitable LED replacement for up to 20 years after the purchase of their LED
luminaires.

If you have questions, call (866) 428 9289

http://www.ylighting.com/bega-led-directional-wall-light-2261/print-sheet
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9/17/2014 WAC Lighting R400SNA 4-Inch New Construction Housing Non Ic-Air Tight Recessed Lighting - Recessed Light Fixture Housings - Amazon.com

' Today's Deals Gift Cards Sell Help

Departments Fire & Kindle Prime Search

Home Improvement  Best Sellers  Gift Ideas  Lighting & Ceili@pkads Homerdmprovemignie. . & Bath Fixtures

Customers who viewed WAC Lighting R400SNA 4-Inch Ne... also viewed:

_‘@M Halo H7ICAT, 6" Housing IC Air-Tite
g 120V Line Voltage Incandescent

Buy new: $8.67 Buy new: $19.98
17 Used & new from $2.70 4 Used & new from $19.26

(22) @)

Juno Lighting IC1 4-Inch IC rated New
.@J‘ Construction Recessed Housing

Tools & Home Improvement > Electrical > Recessed Lighting > Housings

ghting R400SNA 4-Inch New
iction Housing Non Ic-Air
acessed Lighting

hting
o review this item

LIGHT FIXTURE "E" |

53600
e $22.00 ($22.00 / Package) & FREE Shipping
3 »n orders over $35. Details
314.00 (39%)

oft in stock (more on the way).
ind sold by Amazon.com. Gift-wrap available.

orrow, Sept. 18? Order within 5 hrs 9 mins
One-Day Shipping at checkout. Details

out 47/8-Inch

'L Listed

for damp locations
product details

1$22.00 1 used from $15.51

? This item ships in its own packaging. To keep the
contents concealed, select This will be a gift during checkout.

Roll over image to zoom in

»Shop now

./ Save on DIY Projects
@ in Tools & Home Improvement

Special Offers and Product Promotions

+ Buy Used and Save: Buy a Used "WAC Lighting R400SNA 4-Inch New Construction Housi..." and
save 56% off the $36.00 list price. Buy with confidence as the condition of this item and its timely
delivery are guaranteed under the "Amazon A-to-z Guarantee". See all Used offers.

*« Get a $75 Amazon.com Gift Card: Get the Discover it Card and get a $75.00 Amazon.com Gift
Card after your first purchase. Learn more.

Product Information

Technical Details Additional Information

http://www.amazon.com/WAC-Lighting-R400SNA-Construction-Recessed/dp/B001R5D8II

Your Account

Power & Hand Tools

Wish List

Woodworking

Halo H99ICAT, 4" Housing IC Air-Tite

%—n ; Shallow Ceiling 120V Line Voltage
A

Buy new: $14.23
19 Used & new from $14.23
(2)

Share

Buy new: $22.00

Qty: 1 v

Add to Cart

or

Sign in to turn on 1-Click ordering.

Buy used: $15.51

Add to Wish List

Add to Wedding Registry

Add to Baby Registry

Other Sellers on Amazon

$22.00 (522.00/
Package)

+ $5.95 shipping

Sold by: iQlighting

$22.00 ($22.00/
Package)

+ $6.85 shipping

Sold by: Lamps com

$22.00 ($22.00/
Package)

+ $8.95 shipping

Sold by: Homeclick

11 used & new from $15.51

Have one to sell? Sell on Amazon
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9/17/2014 WAC Lighting R400SNA 4-Inch New Construction Housing Non Ic-Air Tight Recessed Lighting - Recessed Light Fixture Housings - Amazon.com

Part Number R-400S-N-A ASIN BOO1RS5DEI

Itern Weight 2 pounds Customer Reviews Be the first to review this product

Product Dimensions 12 x 8 x 5 inches Best Sellers Rank #497 668 in Home Improvement (See top 100)
Item model number R-4008-N-A Shipping Weight 2 pounds (View shipping rates and policies)
Size 4 Shipping This item is also available for shipping to select
Color multi countries outside the U.S.

Style Traditional Date First Available MNovember 10, 2008

Finish Clear

Voltage 120 volts Feedback

Itern Package Quantity 1

Corifeation UL Listed I:Vwr_;urli :g:?llke to update product info, give feedback on images, or tell us about a

Product Description

4" Line Voltage. Non-IC New Construction Shallow Airtight Ready Housing.

Important Information

Bulb Voltage
120.00 Volts

Product Ads from External Websites (what's this?) Sponsored Content Page 1 of 4

% ﬁ 5

2 | _ —_—
=3 - ® R
"‘é}k:) L—A_‘ A_E&w 7

i | [ —a
~u
Elco EL918ICA N/A Intense 4" New 3-inch Recessed WAC 4" IC New 1100Ftuesem 6 Inch
Line Voltage Housings  Construction Non-IC Lighting Kit Construction Line New Construction Non
6" Line Voltage IC Recessed Light $84.50 Voltage Recessed Ic Housing
Slope... Housing + Free Shipping Housing $522.65
$25.96 $54.91 Destination Lighting $37.68 + Free Shipping
+ $9.99 Est. shipping + Free Shipping Showroom + Free Shipping Lightology LLC
Boccapts lm_amnpaymenlr
See a problem with these advertisements? Let us know Advertise here

Customers viewing this page may be interested in these sponsored links (What's this?)

. WAC Light &

4" Low Voltage
. Cans/Trims
hEL

4" Recessed Light
- Housing
iEl

- WAC Lighting Online Retailer. Free Shipping & Get Expert www.ylighting.com/WAC-Lighting
Advice!

- Several choices- 4" Low Volt Trims New Work & Remodel www.costlesslighting.com/
Cans Available

- Low & Line Voltage Recessed Lights. Free Shipping on www.usalight.com/
Orders Over $100!

See a problem with these advertisements? Let us know

Customer Questions & Answers

See questions and answers

http://www.amazon.com/WAC-Lighting-R400SNA-Construction-Recessed/dp/B001R5D8I|
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9/17/2014 Led Lighting | MSCDirect.com

One Day Only. Free ground shipping on orders over $39. ENTER CODE: SHIP99H SEE DETAILS »

Philips - 430512 - LED Lighting Lamp Code: 10.5/CorePro/3000 Wattage: 12

Write the first review

2 Price: $12.89 ea.
Qty: 1

$12.89

Add to Cart 3

In Stock

PHILIPS

Would you like to provide feedback on this item?

Specs pH I LI ps

LED Lighting; Lamp Code: 10.5/CorePro/3000; Wattage: 12; Wattage: 12; Lumens: 800; Color Brand: Philips
Temperature Rating: 3,000: Size (Inch): 5.3000 Msc pan#92433312
Lamp Code 10.5/CorePro/3000 Mfr Part #: 430512

wauage 12 e prrrr
Wattage 12 Big Book Page #: 3428

Lumens 800

cmor TemperaturERatmg 3000

s.ze (inCh) me————— I 5‘3060 .

Diameter (Decimal Inch) 244

120

Voltage (V)
Average Life Hours 25000

Configuration A19
Color Rendering Index 85

There are no item notes for this item.

Customers Also Viewed

http://www.mscdirect.com/product/details/92433812?7CS_010=92433812&item=924338128CS_003=7867724&src=pla&cid=PLA-Google-PLA+-+Test 1/3



9/17/2014
Departments Fire & Kindle
Home Improvement  Best Sellers  Gift Ideas

Prime

Lighting & Ceilipads Homerdmpeovemigte. . & Bath Fixtures

Today's Deals Gift Cards Sell Help

Search

Customers who viewed Philips 430512 1 10.5-watt 80... also viewed:

Philips 429381 10.5-watt (60-watt
3 equivalent) 800 Lumens 3000K A19
® LE...

Buy new: $9.97

23 Used & new from $8.00

(160)

Philips 433276 10.5-watt Slim Style
Dimmable A19 LED Light Bulb, Soft...
@ Buy new: $63.35 EJ
6 Used & new from $59.95 -
(408)

Tools & Home Improvement > Lighting & Ceiling Fans » Outdoor Lighting > Landscape Lighting > Path Lights

Roll over image to zoom in

Frequently Bought Together

1 10.5-watt 800
A19 LED Household
1t White

ymer reviews

Shipping on orders over $35.

mazon.com. Gift-wrap available.

187? Order within 7 hrs 22 mins
ipping at checkout. Details

1s, living rooms, bedrooms and
and floor lamps, pendant fixtures

fade fabrics or colors

rs

1sehold lasts at least 18.3 years
ntains no mercury

102204

) See more proauct aetails

15 new from $7.99

Eligible for 15% Off Select Philips Light Bulbs. This item
is eligible for our Do-It-Yourself Philips light bulb promotion
of an extra 15% off at checkout on select Philips light
bulbs when shipped and sold by Amazon.com. See
details and all eligible products.

Save on DIY Projects
in Tools & Home Improvement
> Shop now

w3

Price for all three: $30.59

&
|,

L'_l Show availability and shipping details

http://www.amazon.com/Philips-430512-10-5-watt-Lumens-Household/dp/BOOCISRLFW

Your Account

Power & Hand Tools

Philips 430512 1 10.5-watt 800 Lumens 3000K A19 LED Household Light Bulb, Bright White - Led Household Light Bulbs - Amazon.com

Wish List

Woodworking

Philips 433227 10.5-watt Slim Style
Dimmable A19 LED Light Bulb, Soft...
Buy new: $9.86

30 Used & new from $3.21

(408)
Share
Qty: 1 v
Add to Cart

or

Sign in to turn on 1-Click ordering.

Add to Wish List

Add to Wedding Registry

Add to Baby Registry

Other Sellers on Amazon

$10.65

+ Free Shipping
Sold by: Rayvern Lighting Supply

$14.39

& FREE Shipping on
orders over $35.00. Details
Sold by: Green Energy Direct

$10.21
+ $4.64 shipping
Sold by: Lighting Components of NY

Add to Cart

15 new from $7.99

—_—
Have one to sell? Sell on Amazon

Sponsored by TCP

A19 Soft White General
B Purpose LED Bulbs - 6 P...

(64)
WS ¥ g4408 $39.88

Advertisement
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